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COMPARISON OF FREE-FLIGHT MEASUREMENTS OF STABILITY

OF THE GEMINI AND MERCURY ENTRY CAPSULES

AT MACH ND_4BERS 3 AND 9.5*

By Robert L. Kruse, Gerald N. Malcolm, and
Barbara J. Short

Ames Research Center

Moffett Field, Calif.

The stability and drag of models of the Gemini entry capsule were measured

in free flight at Mach numbers near 3 and 9.5 for comparison with results from

similar tests of models of the Mercury entry capsule. It was found that with

the center of gravity located at the center of volume both configurations were

statically stable and dynamically unstable in the angle-of-attack range tested

(from 2° to 16°). The small changes in shape from the Mercury to the Gemini

capsule increased the drag about 2 percent and increased the initial (_ = O)

static stability at both Mach numbers. At M = 3 the dynamic instability of

the Gemini configuration decreases with increasing amplitude of oscillation;

whereas at M = 9.5 the dynamic instability is nearly constant at amplitudes

of oscillation greater than about _o.

INTRODUCTION

Project Gemini is planned as the next step to succeed the now completed

_rcury project in the manned space flight program. The two-man Gemini entry

capsule is basically an enlarged Mercury capsule with small changes in blunt-

face curvature and afterbody geometry. In support of Project Gemini_ a limited

experimental investigation was conducted to determine whether these differences

would have an appreciable effect on the aerodynamic characteristics. Experi-

mental measurements of the aerodynamic characteristics of the _½rcury configu-
ration are summarized in references i and 2.

In the present investigation, the stability and drag of models of the

Gemini entry capsule were measured in the Ames Pressurized Ballistic Range and

the Ames Supersonic Free-Flight Wind Tunnel at Mach numbers near 3 and 9.P and

at nominally full-scale Reynolds numbers for comparison with the results from

similar tests reported in reference 3.
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lift-curve slope3 per radian

pitching moment

pitching-moment coefficient, q_Ad , dimensionless

_Cm at a 0° pitching-moment-curve slope at _ 0°, per

radian

damping-in-pitch derivative, +
_q(d/V)

normal-force-curve slope, per radian

$&(d/V) ' dimensionless

maximum diameter, ft

moment of inertia about a transverse axis through the center of

gravity3 m_2_ slug-ft2

constants in equation (1)3 deg

mass of model, slugs

Mach number

roll rate radians/ftroll parameter 3
velocity

angular pitching velocity 3 radians/sec

free-streamdynamic pressure, ib/sq ft

Reynolds number based on maximum diameter and free-stream con-

ditions, dimensionless

velocity along flight path 3 ft/sec

distance along flight path, ft

axial distance from model nose to center-of-gravity position_ ft

angle of attack (in the vertical plane)3 deg

average value of maximum-angle envelope_ 2 , deg

initial value of maximum-angle envelope, deg (see sketch (a))

°_nini + _minf

average value of minimum-angle envelope, 2 , deg

initial value of minimum-angle envelope, deg (see sketch (a))

value of maximum-angle envelope at end of flight 3 deg (see

sketch (a))
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value of minim_l-angle envelope at end of flight, deg (see sketch (a))

root-mean-square angle of oscillation, J_o
_2)dx+

x , deg

angle of sideslip (in the horizontal plane), deg

I dimensionless
static-stability parameter, _2pA d

damping exponents in equation (i)_ ft -l

wavelength of pitching oscillation 3 ft/cycle

free-stream air density_ slugs/cu ft

radius of gyration about a transverse axis through the center of

gravity _ ft

rates of rotation of vectors which describe the model pitching motion_

radians/ft

reduced frequency parameter_ dimensionless

dynamic-stability parameter, CD - CL_ + (Cmq + C_k_)(d/o)a,
dimens ionle ss

first derivative with respect to time

MODELS AND TEST CONDITIONS

A comparison sketch of the Gemini and Mercury shapes is shown in figure i.

In full scale_ the Gemini capsule is larger than the Mercury capsule; however_

they are shown here superposed with the same maximum diameter to show the dif-
ference in blunt-face curvature and afterbody geometry_ and the addition of

window cutouts. Figure 2 is a detailed sketch of the Gemini model tested in

the present investigation. The models were homogeneous; thus_ the center of

gravity was located at the center of volume3 0.52d from the blunt face. The
axial location on the full-scale vehicle is 0.49d. Two sizes of models were

used in the present investigation: the larger models, machined from phosphor

bronze_ had a 1.20-inch diameter; the smaller models_ machined from 7075-T6

aluminum_ had a 0.42-inch diameter. Figure 3 shows the two sizes of models

used; both are models recovered after tests.

The models were gun-launched and time-distance histories and attitude

histories were recorded at spark shadowgraph stations along the flight path.

The larger models were launched from a 1.75-inch smooth-bore gun into still

air at atmospheric pressure. The average velocity of the models in the test

section was approximately 3300 ft/sec, corresponding to a Mach number of about

3. The nominal Reynolds number was 2.1×i0_ based on free-stream conditions



and model diameter. These tests were conducted in the A_aesPressurized
Ballistic Range_which is equipped with 24 measu2_ingstations along its
203-foot length.

The smaller models were launched from a _O-caliber smooth-bore gun into
a ?,'_chnumber 3 countercurrent air stream. The combinedvelocity of the model
and air stream was approximately 6300 ft/sec_ corresponding to a I,_ch number
of about 9.5. The nominal Reynolds numberwas 1.4x10G, based on free-stream
conditions and model diameter. These tests were conducted in the AmesSuper-
sonic Free-Flight Wind Tunnel (ref. 4), which is instrumented with 9 measuring
stations spaced at 3-foot intervals.

l_cause of the deceleration of the models, the _,_chnumberand Reynolds
numberdecreased uniformly with flight-path distance. Typical variations of
these parameters encountered during the investigation are shownin figure 4.
Figure 4(a) showsthat the Machnumberand Reynolds numberdecreased about
30 percent along the flight path of the models tested in the ballistic range
at M = 3. Figure 4(b) showsthat these parameters decreased about 20 percent
along the flight path of the models tested in the free-flight wind tunnel at
M = 9.5.

STABILITY DATA REDUCTION

Stability data were obtained from analyses of the attitude histories of

the models. Examples of the pitching and yawing motions experienced by the

models are shown in figure 5. The numbered symbols show the angles of attack

and sideslip measured from the shadowgraphs at each of the stations. The

curves are fitted to the data points by a method which will be discussed later.

The data show precessing elliptical motions_ with each flight differing in

amount of precession (indicative of the model roll rate) and eccentricity. The

majority of the flights exhibited nearly planar motion with little precession.

Figures 5(a) and (b) are examples of this type of motion. Two of the tests

at M - 3 and one at M = 9.5 showed less eccentricity and more precession as
illustrated in figures 5(c) and (d).

To reduce the effects of Mach number and Reynolds number variations

(fig. 4), the motions recorded in the M = 3 ballistic-range tests were ana-

lyzed in two parts, each part consisting of approximately i00 feet of flight
and 2-1/2 cycles of oscillation. For example_ the first half of the motion

shown in figure _(c) (stations i through 14) was analyzed as one flight, and

the second half (stations 12 through 24) was treated as a separate motion. It

was not possible to divide the trajectories from the wind-tunnel tests

(figs. 5(b) and (d)) since these flights consisted of less than two cycles of
oscillation.

To extract the static-stability parameter (ref. 5)

p _ I

X2p_._.
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and the dyns_ic-stability parameter (ref. 6)

= cD - c_ + (_q + qm)(d/_)2

from the attitude histories_ the motion equation developed in reference 7

(further discussed in refs. 3 and 8) was used. Specifically_ the tricyclic

equation

+ ic_ = Kze (_I + i_i)x + Kae (_a - i_a)x + KseipX (i)

was fitted by the method of least squares to the measured values of _ and

for each flight. The exponents _i_2 are related to the wavelength of oscilla-

t ion by

__ 2_

and the exponents 31,__ are related to _ by

Tim + Ga

The curves in figure 5 show the best fits of equation (i) to the data and

represent the motions very well.

To identify the amplitude of oscillation of each flight for presentation

of the data; the minimum as well as the maximum angles of oscillation must be

indicated because the angle range through which the models oscillated differed

for each flight. These angles are defined in sketch (a).

all J minimum- ongle envelope
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RESULTS A_fD DISCUSSION

Experimental measurements of stability and drag of the Gemini entry models
are s_mmarized in table I along with other pertinent information. The _,_,ch

numbers and Reynolds numbers listed in the table are the average values for the

flight or part of flight for which they are recorded. The angle range through

which each model oscillated is indicated by the values of _m3 C_in_ _mi_ and
C_rms (see sketch (a)).

Static Stability

Nominal _ch number _.- The experimental data for the present tests in

terms of r versus (_m a + _min a) are shown in figure 6. In an effort to

determine the effects of the window cutouts on the aerodynamic characteristics_
two models without the cutouts were tested at _ach number 3. Data from these

tests are shown as the filled symbols in figure 6. Unfortunately_ these tests

were both of low oscillation amplitude; however_ the windows appear to have had

no effect on the static stability at low angles of attack. The initial stabil-

ity calculated from modified Newtonian impact theory is included in the figure

and is seen to be about one-fourth of the experimental value. Two curves are

shown for each set of data. The solid curve is the best fit of a quadratic

equation to the data. The use of a quadratic equation results in a pitching

moment which is linear plus cubic plus quintic in angle of attack. However_

because of the lack of data in the region of (_m 2 + _min a) about 200_ it was

judged that the faired curves sho_u_ could equally well represent the variation
of f.

Several suitable methods are available (refs. 9 to 12) for determining

the nonlinear pitching-moment curves from the variations of the stability

parameter shown in figure 6. The method of reference 12 was used to analyze

the data from the present tests as well as the data from reference 3 for the

_rcury capsule.

The pitching-moment curves corresponding to the curves shown in figure 6

are presented in figure 7. The effects of the differences between the fitted

and faired curves of figure 6 are evident. Use of the faired curves increases

the restoring moments and reduces the nonlinearities in the pitching-moment

curves at angles of attack from 6° to 16 ° . This illustrates the uncertainty

resulting from the insufficient data at large angles. Included in figure 7 are

the curves for the Mercury capsule determined from the data reported in refer-

ence 3- Slightly different Mach number conditions are shown for the },_rcury

and Gemini configurations_ but it can be seen that the Gemini capsule is the

more statically stable of the two configurations at low angles of attack. This

is attributed to the differences in afterbody flow as will be discussed later.

In contrast to the _rcury configuration_ the Gemini configuration shows an

increase in static restoring moment with a decrease in Iv_,chnumber and Reynolds
number.



Nominal _vL_chnumber _._.- The experimental data for the tests at M = 9-5
are shown in figure 8 which includes the result from one model at a Mach number

of about 7.6. Also shown in the figure is the value at 0° angle of attack

calculated by use of modified Newtonian impact theory. The predicted value is

about one-third of that measured. The curve is the best fit of a quadratic

equation to the data and represents quite well the measured variation of F.

The data shown in figure _ were obtained with models having no window cutouts.

Launching difficulties were encountered in the tests at I_ = 9.5_ and it was

fortuitous that only windowless models were successfully launched. Therefore_

it was not determined whether the window cutouts would affect the aerodynamic
characteristics at this _ch number.

The pitching-moment curve corresponding to this variation is shown in

figure 9_ along with the curve deduced from the experimental data for the

Mercury capsule at M = 9.5 (ref. 3). The results in reference 3 are for a

more for_ard center-of-gravity position_ Xcg = 0.36d. So to compare them with
the results for the Gemini capsule_ they were transferred to a moment center

corresponding to the center of volume. To do this an experimental value was

taken from reference i of the normal-force-curve slope (CN_ = 0.344) for the

Mercury capsule at Z4 : 9._. /5oth cuz_es in figure 9 are highly nonlinear and

are similar in shape; but the Gemini capsule is more stable throughout the

angle range tested.

To summarize the results of the static-stability characteristics of the

Gemini and Mercury configurations_ values of the initial (_ = O) moment-curve

slopes are shown as a function of Mach number in figure i0. The Gemini con-

figuration is statically more stable than the Mercury configuration at _ch

numbers of 3.0 and 9-5_ although_ based on face curvature alone_ the converse

would be expected. Reference 13 shows that in the absence of an afterbodyj the

static stability decreases with a decrease in blunt-face curvature. However_

it also shows that the afterbody contributes significantly to the static

stability, in reference 13_ the results for a Mercury type model without

afterbody were compared to those from Mercury capsule tests (ref. 3). The

Mercury model had more than twice the stability of the model without an after-

body. Thus_ from a comparison of the Gemini and Mercury models_ it appears

that the contribution to static stability of the larger cylindrical part of

the afterbody of the Gemini model more than compensates for the expected

decrease in static stability caused by the smaller face curvature.

It can be seen in figure i0 that there is a larger difference in initial

stability between the Gemini and Mercury configurations at M = 3 than at

M = 9.5. This greater increase in initial stability of the Gemini capsule at

M = 3 can probably be attributed to the differences in flow-field conditions

over the afterbody of the Gemini and Mercury models which were not present at

M = 9.5. A comparison of the shadowgraphs of the Gemini and Mercury models

at low angles of attack is seen in figures ll(a) and (b) which show the models

at a Mach number of 3-44. The flow over the afterbody of the Mercury model is

completely separated_ whereas the flow over the afterbody of the Gemini model

appears to reattach in the vicinity of the cylindrical section and thus pro-

duces the stronger compression shocks observed. It can be seen that the sep-

arated region over the Gemini afterbody is thinner than that over the Mercury



afterbody. For a more direct comparison_ figure 12 showsthe profiles of the
separated flow as measuredfrom figures ll(a) and (b). This difference in
flow conditions is undoubtedly due to the difference in face curvature and/or
afterbody shape; but the quantitative effects of each were not determined.
Figures 13(a) and (b) showthe models at a _,_chnumberof 9.$. It is difficult
to see in these reproductions_ but an examination of the original shadowgraphs
showedthat the flow conditions over the afterbody were very similar; that is_
the flow separated at the corner but then reattached on the afterbody for both
configurations (see sketch (b)).

Thus; the contrast in afterbody flow conditions between Gemini and I_rcury
at low angles of attack is greater at a I_ch numberof 3 than at 9.5. This
correlates with the observation that the static stability difference between
Gemini and _rcury models decreases with increasing },_ch number.

Mercury Gemini

Sketch (b)

Dynamic Stability

Nominal }_ch ntunber _.- The results of dynamic-stability measurements for

Gemini at a nominal _ch number of 3 are presented in figure 14, where the

dynamic-stability parameter; _; is plotted as a function of the initial value

of the maximum-angle envelope; _ni- It can be seen that the model is dynami-

cally unstable over the entire range tested for both }_ch number and Reynolds

number conditions. Included in the figure as filled symbols are the data for

the models without window cutouts. The effect of the window cutouts on the

8  .  iinmq



dynamic instability cannot be defined from these tests because of the scatter

in the data at low amplitudes.! The flagged symbols in figure 14 are data from

motions which were more circular_ with minimum-to-maximum angle ratios,

_lin/_m (see sketch (a)) greater than 0.3 as compared to approximately 0.i or

less for the other motions. It was shown in reference 3 that the measured

value of _ is a function of the angle range through which the models oscil-

late as well as the maximum angle of oscillation for configurations that

exhibit nonlinear damping characteristics.

The same curve is faired through the data in figures 14(a) and (b) and is

reproduced in figure 15 for comparison with the data for the 14ercury config-

uration (ref. 3). The dynamic instability of the Gemini configuration

decreases with increasing amplitude of oscillation; whereas_ the Hercury data

indicate a comparatively constant or slightly increasing dynamic instability

with increasing amplitude.

Nominal Hach number _.p.- The dynsfnic-stability results for the Gemini

configuration at a _ch nut,her of 9.5 are presented in figure 16. The results

show the dynamic-stability parameter to be nearly constant for angles of oscil-

lation greater than about 6° . Included in the figure are the data reproduced

from reference 3 for the Mercury capsule. As noted_ the Mercury data are for

a more forward center-of-gravity location. It is shown in reference 3 that at

M = 3_ the dynamic instability increased with a rearward movement of the center

of gravity. If this also occurs at H = 9.5_ the effect would be to shift the

curve for the Hercury data in figure 16 toward closer agreement with the data

for the Gemini capsule. Because of lack of data for the Gemini capsule at low

amplitudes of oscillation_ it cannot be determined whether the Gemini capsule

would exhibit a highly unstable region at low angles of attack_ as indicated by

the trend of the Hercury data.

Also included in figure 16 is the value of _ obtained for the Gemini

capsule at a _ch number of 7.6. A comparison with the data in figure 14

shows that at amplitudes of about 16° there is little effect of b_ch number

on _ for the Gemini capsule.

Drag

Drag coefficients _'eze eom_uted from the deceleration of the models by the

procedure described in reference 14. The results are shown in figure 17_

where CD is plotted as a function of the mean-squared angle of attack. Drag

coefficients for the Hercury capsule are not included in the figure because

values of _rms are not tabulated in reference 3. The drag of the Gemini

capsule, however, is approximately 2 percent higher than the drag of the

Mercury capsule at both Hach number conditions.

_Experimental errors in measuring _ and _ have a large effect on _ in

tests of low _plitude oscillation_ since the error in _ is proportional to

the percentage error in amplitude which increases as the amplitude decreases.

9



In figure 17(a)_ each data point represents a complete flight, since the

_£ach 3 tests were not divided into two parts for determining drag coefficients

as they were for stability analysis. Therefore, only one value for CD and

_rms is listed in table I for each flight at a nominal Mach number of 3.

Included in figure 17 are the values of CD calculated by use of modified

Newtonian impact theory. The theory overestimates the drag by about 5 percent
at both Mach numbers.

Lift

A limited amount of data on the lift characteristics of Gemini was

obtained. 0nly when the model produced a definable swerve trajectory could

a value be determined for the lift-curve slope, CL_. There was insufficient

swerve in the trajectories of the models launched in the ballistic range to
obtain data on the lift characteristics at M = 3. The models used in the

wind-tunnel tests at M = 9._ were light weight and produced adequate swerve

for analysis. Four of these flights were investigated and the values of CI<z
obtained are listed in table !. It can be seen that the four values agree

with one another reasonably well. Modified Newtonian impact theory predicts a

value of -1.65 which overestimates the measured values by about 35 percent.

Summary of Results

The following table summarizes the comparison of the aerodynamic

characteristics of the Gemini entry capsule with the I_rcury entry capsule for

the center of gravity located at the center of volume. The data for the

Mercury capsule were obtained from references I_ 2, and 3. The values in the

first four columns have been previously discussed. The values of the damping-

in-pitch derivative; Cmq + Cm_, were calculated from

_--CD CL_ + (Cmq + q_) <d> 2

Even when the values of Cmq + Cm_ are negative, the values of _ are posi-
tive; thus, the destabilizing effect of the high drag and negative lift-curve

slope overshadows the stabilizing effect of the damping-in-pitch derivatives.

i0



Mercttry

Gemini

M=3

Xc--_g= 0.52
d

(_ = 0

= 2° to 16 °

2to6

6to 2

%

CO = 0

%q +c a

= 2° to 16 °

-0.i to +0.5

M = 9.5

Mercury

Gemini

-i .2

-i .3

Other results of this investigation can be summarized as follows:

i. With the center of gravity located at the center of volume; both

configurations are statically stable and dynamically unstable at both _tach

numbers and at amplitudes of oscillation up to 16° .

2. The Gemini capsule exhibits more static stability than does the

Mercury capsule. Nonlinearities are present in the pitching-moment curves for

both configurations. At the lower I'4achnumber there are differences in flow-

field conditions over the afterbodies of the two capsules but with an increase

in ]'_ch number the flows become more similar.

3. Values of the dynamic-stability parameter range from about i to 6 for

both configurations. At a _ch number of 3_ the dynamic instability of the

Gemini capsule decreases with increasing amplitude of oscillation; whereas; the

dynamic instability of the Mercury capsule is comparatively constant or

increases slightly with amplitude. At a Mach number of 9.5; the dynamic insta-

bility of the Gemini capsule is nearly constant at amplitudes of oscillation

greater than about 6° .

4. The small changes in shape from the Mercury to the Gemini capsule

increase the drag about 2 percent at both Mach numbers and increase the

magnitude of negative lift-curve slope at M = 9.5.

5. For both configurations in free flight; the dynamically stabilizing

effect of the damping-in-pitch derivatives is overshadowed by the destabilizing

effect of the high drag and negative lift-curve slope.

Ames Research Center

National Aeronautics and Space Administration

Moffett Field_ Calif._ Jan. 6_ 1964
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Figure 4.- Typical Mach number and Reynolds number variations.
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Figure 5.- Continued.
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nominal Mach number of 3.
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A-30527

(a) Gemini (ballistic-range test), _ = 0.0 ° (_ = 0.4°), M = 3.44, R = 2.4×106 .

A-25027

(b) Mercury (ballistic-range test), _ = 0.7 ° , (_ = 0.90), M = 3.44, R = 2.62><i05.

Figure 11.- Typical shadowgraphs at M = 3.
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(a) Gemini (wind-tunnel test), _ = 2.46 ° (_ = -1.02°), M = 9.74, R = !.36xi0 G.

A-25025

(b) Mercury (wind-tunnel test), _ = 0.8 ° (_ = 1.3°), M = 9.75, R = 1.47xi06.

Figure 13.- Typical shadowgraphs at M = 9-_-
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